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   UPLOAD FOR ZOLL AED PRO OR AED PLUS 
 
Purpose:   Indications: 
To transfer resuscitation information from the Zoll AED Pro or AED Plus 
to the RescueNet server using infrared ports 

Patients with any Zoll AED Plus or 
AED Pro monitoring 

Advantages: Disadvantages: Complications: Contraindications: 
Captures and analyzes all 
resuscitation information 
electronically 

None Loss of information if upload 
procedure not followed 
correctly 

None 

 
Place the AED Infrared port in direct line

with the desktop IR receiver

Click "Upload" on the desktop

Open Zoll Data Retriever on desktop

Select "Infrared" from desktop drop down screen

Press and hold the "On" button on the AED
untilthe following message says,"Non-Rescue

Mode Communications Established"

A progress bar will appear on the desktop
and display status of "Upload"

Desktop spreadsheet will display Date, Time,
MCEMS PCR#, First Name, Last Name, Case ID

MCEMS PCR # must contain patient's case #;
enter any missing information and click OK;

enter a single "0" for daily tests

Message should appear:  "Zoll Data Retriever
Data entry successful";  Click OK

 Minimize or close desktop screen

Disconnect cable to abort upload
NOTE:  Nothing will be saved to the

desktop; no files will be lost from the card

Unit dispatched at
any point in process before

upload complete?
Yes

No

Turn off monitor

Return monitor to rig  
 

NOTES: 
• The MC EMS PCR number must be entered for every case to link the ECG information to the 

patient’s electronic run report.  The number can be entered at any time – during the call or at the 
time of upload 

• Enter a single “0” as the MC EMS PCR number for daily tests 
• To avoid entering the PCR number numerous times, leave the monitor on and leads attached to 

the patient during the entire call 


